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3.5' (100" ROW)
/_ 2.5' (80’ ROW) 31" (100° ROW)

3.5" (100' ROW)

2.5" (80’ ROW)\

I L5 25' L 13 (80" ROW) , 25' |
» CONSTRUCTIION JOINT OR CONSTRUCTION JOINT OR .
I WA DEFORMED METAL STRIP . SEE NOTE 4 DEFORMED METAL STRIP %/FT MIN
I | (SEE NOTE 3) %"/FT X/ (SEE NOTE 3) %" /FT MAX
S/ %" /FT ﬂ‘\ _g (3" MIN TYP) Ei W/FT SEE N?TE 4 .
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4%” CONCRETE
SIDEWALK (TYP)

2" COMPACTED STABILIZED LONCITUDINAL LONGITUDINAL SUBGRADE FOR 2 REINFORCING STEEL BAR SIZES AND SPACINGS
SAND BEDDING SUBGRADE FOR MAJOR THOROUGHFARES FOR VARIOUS PAVEMENT THICKNESSES (D) WITH:
(TYP) MAJO,'R THOROUGHFARES TRANSVERSE TRANSVERSE & 6” FOR ALL OTHERS MAXIMUM EXPANSION JOINT SPACING = 80 FT.
& 6" FOR ALL OTHERS. STEEL STEEL f¢’ = 3,500 PS|/28 DAYS AND FY = 60,000 PSI
PAVEMENT [ONGITUDINAL STEEL TRANSVERSE STEEL
THICKNESS| PAVEMENT # 4 BARSEND =R # 5 BARS TR # 6 BARS SR # 4 BARS[# 5 BARS[# 6 BARS
D WIDTH | NUMBER | spaciNG NUMBER | spaCING NUMBER | spacing SPACING | SPACING | SPACING
SPACING SPACING SPACING
TYPICAL DOUBLE ROADWAY SECTION FOR CONCRETE (IN) (FT) Baks (IN) 5 Bars (IN) % Bars (IN) () (IN) (IN) (IN)
] 6 2 17 | 20.50 4 - = - = = — 36 = =
PAVEMENT WITH CURBS NOTES: > 5c 7 T38.25 vi = = = = = — 36 —
7 35 24 8.00 3 = — — = = = 36 = =
7 3 25 7.75 3 = = = = = = 36 = =
1. THE MAXIMUM WIDTH BETWEEN LONGITUDINAL JOINTS SHALL NOT EXCEED 15°-0”". A 7 2 1828 1 3 = = = = = = 35 = =
7 45 31 7.75 375 — = = = = — 36 — =
2. ALL EARTHEN AREAS ARE TO BE HYDROMULCHED UNLESS SHOWN OTHERWISE ON 8 25 20 5.50 2.75 3 24.50 3 - - — 36 36 -
DRAWINGS. 8 34 27 5.50 2.5 7 25.00 4 = = = 36 36 —
R 1 23 W Y- T = = .- B
3. CONTRACTOR MAY SAW CUT IN LIEU OF DEFORMED METAL STRIP. 17 24 11575 | 4 2 %475 4 = = = 30 i =
7 1 B . .
4. USE STRIP OF SOD GRASS TO PREVENT EROSION UNTIL STAND OF GRASS IS 5 37 37 30 5 5 5555 35 — — — 3G 36 —
ESTABLISHED. 9 35 31 3.75 3751 20 2175 | 3.5 = = = 3 36 =
9 36 32 3.75 3 21 2125 | 35 - - - 30 36 —
5. AN EQUAL OR LARGER AREA OF WELDED REINFORCEMENT BAR CONFORMING TO ASTM 2 42 32 203 12751 2 s = = = 24 36 =
A497, MAY BE SUBSTITUTED FOR REBARS LISTED IN TABLE 1. 5 > TS I - T N O N - S = = = L 35 %
10 34 33 2.50 4 21 20.00 4 = = = 30 36 36
6. IF AVAILABLE ROW IS NOT SUFFICIENT TO ACCOMMODATE A 5—FEET SIDEWALK, ENGINEER 8 %g gg %-gg gg5 %2 ggg : = = = ;E gg E
SHALL OBTAIN A VARIANCE FROM THE CITY ENGINEER FOR A 4—FEET WIDE SIDEWALK. 0 vy vy 1700 T 79 850 75 — — — >4 36 36
75 24 [12.50 3 29 9.00 3 = = = 24 36 36
25 2 25 3 17 8.25 4 2 26.75 3 36 36 36
37 36 50 275 2 7.50 75 7 [ 25.00 7 24 36 36
35 37 250 3 24 8.00 3 7 | 25.75 4 24 36 36
36 40 .00 2 25 7.75 3 7 | 26.50 2 24 36 36
1 44 48 125 | 25 30 8.00 3 21| 26.00 4 24 36 36
1 5 49 251 3 3 17.75 4 22 | 2550 | 3 24 36 36
2 25 - - - 19 16.25 4 3| 24.50 3 36 36 36
2 34 = = = 26 6.00 Z 8 | 23.50 4 24 36 36
2 35 = = 26 6.50 2 9 2300 3 24 36 36
2 36 = = = 27 6.25 15 20 | 22.25 4.5 24 36 36
2 44 = = = 33 6.25 2 24 | 92,50 5 24 30 36
2 15 = = = 35 5.75 3 25 [922.25 3 24 30 36
MINIMUN LAP LENGTHS (L):
A # 4 BARS; L = 22 INCHES
B. # 5 BARS; L = 27 INCHES
C. # 6 BARS; L = 32 INCHES
|17, 5 . VARES DEFORMED METAL STRIPS TO BE USED WHEN THIS DIMENSION EXCEEDS 30°—0" . VARES , 5 1 |
| | | CONSTRUCTION JOINT SEAL . |
"/FT MIN 3
3 T %"/FT MAX : =
I Y | DEFORMED DEFORMED . 3
7 — METAL STRIP W /FT o
SEE NOTE 4 METAL STRIP SEE NOTE 4 S—
MM/I_—I- }{1."/” ,
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